
Pre-Delivery Inspection 
Land Maintenance Equipment 

Models: V2400, V3000, LS1200S, LS1400S, LS1600S, LS1200R, LS1400R, LS1600R 
 

 PDI is certified complete and correct.     

Signature: ________________________________________________           Date: _____________________________     

 

 Paper PDI form with unit is for Technician’s use. 

 A completed PDI sheet must be submitted on our dealer portal during retail warranty registration. 

 To be eligible for Warranty, Pre-Delivery Inspection (PDI) is to be performed by the Dealer prior to delivery to the end use customer.  

 To be eligible for Warranty, existing damage & shortages need to be reported within 30 days of invoice to the Dealer.  

Item  N/A  OK  Problem/Corrective Action/Comment  
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Operator’s Manual is Included    

Paint is unmarred & in good condition    

Decals are unmarred and Safety decals are in place,    

Hitch safety chain, jack and SMV attached    

Grease fittings located and lubricated    

Lug nuts are torqued & tires in good condition and are properly inflated    

Verify and install options ordered    

Hydraulics operates all functions properly with no issues    

Each Hydraulic Flow control functions properly    
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n Wings fold and unfold completely with no binding. (Land Plane Only) 
   

Unit is fully assembled and operational for end user 
   

Hydraulic hoses are routed with no interference 
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n Hydraulic fittings are tight with no leaks    

No loose or missing fasteners /pins / bolts, etc.    

    

    

 

Model:  

Dealer Account:   

Serial Number:  

Delivery Date:   
Inspection Date:  
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